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Pressure Differences for a Nine-Story Building 
as a Result of Chimney Effect 
and Ventilation System Operation 
Air leakage represents a significant component 
of the heating, cooling and humidification loads 
for most buildings. In addition, infiltration is a 
potential source of dust and other contaminants 
and may cause discomfort from drafts. Exfil- 
tration is usually the major mechanism of 
moisture transfer leading to condensation be- 
tween anes d double windows and in walls and 
roofs. f , 2 

Estimation of the pattern of a i r  leakage and 
flow under specified conditions should therefore 
be an important step in the design of both a 
building and i t s  air-conditioning system. An 
adequate estimate requires a knowledge of the 
distribution of pressure differences across  the 
building enclosure and an understanding of the 
forces producing them: the action of wind, 
chimney effect and the operation of mechanical 
ventilation systems. 3 The distribution of pres- 
sure  differences for a building subjected to these 
forces depends upon the a i r  leakage characteris- 
tics of the building enclosure and the internal 
separations. 

Chimney effect occurs in buildings from the 
same causes that i t  does in a chimney o r  stack. 
The amount of draft produced in a chimney de- 
pends on the difference between the temperatures 
of flue gas and the outside a i r ,  a s  well a s  the 
chimney height. During cold weather, similar 
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action occurs in buildings, although the inside 
to-outside a i r  temperature difference, and thcj 
the magnitude of the chimney effect, is muc! 
less. Even for one-or two-story houses, ttr! 
chimney effect in winter is sufficient to affec 
certain aspects of the air leakage significantly 
As taller buildings a r e  built, the chimney effec 
increases proportionately, and, in very taL 
buildings under winter conditions, can lead t- 
pressure differences a s  great a s  l-in. of wate: 
across  exterior walls. Such pressure differ- 
ences a r e  most significant from a number i: 
points of view, and should not be ignored. 

Little information is available on the ai. 
leakage characteristics of major buildings an: 
on the patterns of pressure difference tha 
occur. Studies to obtain such information fo: 
several multi story buildings have therefort 
been undertaken. This paper gives the result: 
of pressure measurements on a nine-story affict 
building under the influence of chimney actio: 
and the operation of the mechanical a i r  SUPP~! 
and exhaust systems. Information obtained 0: 
pressure differences caused by wind action @ 

combined effects will be published later. 

CHI\ lNEY ACT ION AND BUILD I NG 
PRESSURIZATION 

Chimney effect refers  to the pressure differ 
ences and the pattern of a i r  flow that 
across  an enclosure because of difference 
in the weight of the inside and outside air re 
sulting from temperature differences. Th 
pressure difference available to produce an 
terchange of a i r  between the enclosure and tk' 
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.essure distribution caused by chimney 

ngs, over any height, is given by the 
relations: 

?c = pressure difference across the 
enclosure due to chimney effect, 
in. of water 

? = absolute pressure, psi 

I = height, ft 

r, = absolute temperature, outside, 
ine 

r i  = absolute temperature, inside, 
Rankine 

lsure difference is sometimes referred 
theoretical draft and can be determined 

conveniently for specified conditions f rom the 
graphical solution of E (I), glven in the AS 9 Guide And Data Book. What is required for any 
building is knowledge of the manner in which this 
theoretical draftwould be distributed across  the 
building enclosure and the internal separations 
through which flow occurs. The pressure dif- 
ference across openings in the various separa- 
tions must be that required to maintain the bal- 
ance of mass a i r  flow. In this paper, pressure 
differences across exterior walls have been ref- 
erenced to the pressure inside the building. 
Pressure  differences causing a i r  infiltration a r e  
thus designated a s  positive quantities; and, con- 
versely, those causing air exfiltration a r e  
negative quantities, 

The distribution af pressure differences in 
a simple building, as illustrated in Fig. I(a), is 
easy to predict. With equal openings top and 
bottom and no resistance to flow within the 
building, the pressure difference across each 
opening must be approximately equal to main- 
tain continuity of mass flow. A i r  flows in at the 
bottom and out a t  the top, and the neutral zone 
level, a t  which the pressures inside and outside 
a re  equal, occurs near mid-height. If the effec- 
tive a rea  of openings a t  the bottom increases, 
the pressure drop across these openings de- 
creases and the neutral zone level falls corres- 
pondingly. The opposite occurs if the a rea  d 
the top openings is greater than that at the h t -  
tom. Thus, with no resistance to flow within 
the building, the distributionof pressure differ- 
ences can be predicted if either the vertica% 
distribution of openings or  the neutral zone level 
is known. 

Prediction of the pattern of p ressme  dif- 
ferences across the exterior wall becomes 
more difficult when internal separations pre- 
sent resistance to flow. The direction of flow 
resulting from chimney effect in winter is up- 
ward, and a i r  must pass either through open- 

cluding those that may exist 
a t  the outsid o r  flow into and outofver- 

xtend through Wo o r  more 
floors. The exterior wall pressuse differences 
that occur with internalflow b o u g h  opening in 
each floor w e  illustrated in Fig. l(b), The 
pressure differences have k e n  calculated for 
an equivalent orifice a rea  in each floor equal to 
twice that in the exterior wall. between succes- 
sive floors, assuming fully turbulent flow. The 
pressure difference at top and bottom is less  
than that where there is no nal resistance, 
the actual draft being less  the theoretical 
draft by the sum of the pressure drops across  
intervening floors. 

Pressure differences a r e  a function d the 
resistance to flow through the exterior wall rela- 
tive to that through the floors. Decreasing 
values of the ratio of A$ toAw result in decs 
ing values of the ratio d a c W  exterior 
pressure difference to theoretical pressure &if- 
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ference. This latter ratio can vary with dis- 
tance from the neutral zone because of varying 
pressure drops across  floors. As the ratio of 
Af to Aw approaches zero each story becomes, 
in effect, a separate single-story building. It 
can be deduced that increasing the number of 
floors results inadecrease in the ratio of actual 
exterior wall pressure difference to the theoret- 
ical value for any finite ratio of Af to Aw. 

Exterior wall pressure differences that 
occur with internal flow through vertical shafts 
a r e  illustrated in Fig. l (c) .  The pressure dif- 
ferences have been calculated for an equivalent 
orifice area  in the shaft at  each floor level equal 
to twice that in the exterior wall between suc- 
cessive floors, assuming fully turbulent flow 
and no resistance within the shaft. The pres- 
sure  differencesfollow a pattern similar to that 
shown in Fig. l(b). The pressure drop across 
each floor is less,  however, a s  there is no re-  
sistance to flow in the vertical shaft, whereas 
in Fig. l(b) the a i r  must flow through a ser ies  
of resistances in successive floors. The ratio 
of the actual exterior wall pressure difference 
to the theoretical value is  therefore greater. 
The pressure drops a re  a function of the ratio 
As to A,. It can be deduced that, with internal 
flow a s  illustrated in Fig. l (c) ,  increasing the 
number of floors does not alter the ratio of 
actual to theoretical exterior wall pressure dif- 
ference for any value of this ratio. 

The effect on the esterior wall pressure 
differences of introducing an air  supply in ex- 
cess of the exhaust i s  illustrated in Fig. 2. The 
condition shown is  for no internal resistance and 
for a uniform vertical distribution of exterior 
openings. A linear relation between flow through 
the opening and pressure difference is  assumed 
for purposes of simplification. There is  a uni- 
form shdting of the pressure difference curve 

to the left, with a decrease in pressure  diffe 
ence across  the bottom and a corresponding i 
crease across  the top. The change in the pre. 
sure difference pattern is indicated by the cro 
hatched region. It can be deduced that t. 
change in pressure  difference is equal to t, 
pressure  difference required to dissipate t. 
excess a i r  supply through the equivalent area  
all openings in the enclosure. 

The same generalization holds for the co; 
dition of interior restrictions illustrated 
Figs. l(b) and l(c), if the excess a i r  supply 
introduced uniformly on each floor level. TI 
shift in the pressure difference pattern is un 
form and depends only on an excess of supp 
a i r  and the equivalent orifice a rea  of the e: 
terior wall, since it is independent of the i r  
ternal resistance to flow. If, however, the e: 
cess  a i r  supply i s  not introduced uniformly, fc 
example, if i t  is introduced to one floor onb 
the extent of pressurization willvary from floc 
to floor and will depend on the resistance of tl 
interior restrictions. Pressure  differenc~ 
between floors will be variable. The situatic 
i s  somewhat more complex with fully turbule 
flow. 

In an actual building, the pattern of flow 
a complex combination of those illustrated 
Figs. l(b) and l (c) .  Little or no information 
available on the resistance to flow presented k 
buildings a s  a whole or by their interior separ 
ations. It is ,  therefore, not possible to predic 
by calculation the influence of the interior cor 
struction on the pressure differences across  tt 
exterior wall due to chimney effect. Neither . 
it possible to predict with certainty the extent 1 

which pressure differences across  the exteric 
wall a r e  affected by an imbalance of supply ar 
exhaust a i r .  It i s  necessary a t  this stage 1 

resor t  to measurements on actual buildings r 
obtain information on the relation between actu: 
and theoretical exterior wall pressure differ 
ences and the resistance to flow across  th 
exterior wall and within the building. 

DESCRIPTION O F  BUILDING 

The test building, located in Ottawa, Canad 
(Fig. 3), i s  a brick-faced, reinforced concret 
structure nine-storys high. It is connected t 
two smaller buildings by acorridor in the base 
ment and to the larger of the two by a bridge c 
the second-floor level. The buildings a re  seF 
arated by double swinging doors in both tf: 
basement corridors and the second floor bridgc 

The height of the building above ground i 
112 ft 10 in. to the main roof level and 135 f t  I 
the top of the penthouse. The internal dimer 
sions of a typical floor a re  73.5 x 265. 5 ft ar 
12  ft 1 in. between floors. The total gro: 
internal volunle above ground, excluding tk 
penthouse, is 2,056,000 cu ft. The layout of 



Test building 

floor i s  shown in Fig, 4. 
e exterior wall constructionis a s  follows: 

s t  and west walls - 4-in. brick, 1/2-in. 
plaster ,  1/2-in. a i r  space, 8-in. tile, 

gid cork insulation and plaster.  

h and south walls - 8-in. brick, 1/2- 
-up plaster,  2-in. rigid cork insulation. 

house walls - f i r s t  7-ft height con- 
of glass  tile, 6-in. concrete block, 

neral  fibre insulation; remaining height 
ucted of 3-in. foamed-glass, metal-backed 

ndows - double-hung, openable alum- 
ash windows with metal weather-stripping 
aled double-glazed aluminum windiws 
alternately on north and south walls only. 

conditioning i s  provided by perimeter  
e r ior  zone systems. North and south 
imary a i r  units in the penthouse supply 
ned a i r  to high-pressure induction units 
underneath the windows on the second to 
h floors. The interior zone air-condi- 
units for  the second to the eighth f loors  
ated on each floor. The f r e sh  and return 
these units is drawn f rom two vertical 

extending from the basement to the pent- 
and located in the core of the building. 
r conditioning for  the interior zone of the 

o r  i s  supplied by a double duct system 
air-conditioning unit located in the pent- 
The f i r s t  floor and basement a r e a s  a r e  
y air-conditioning units located in the 

ent; these draw air  from the f r e sh  and 

flows from the offices into the halls 
louvred grilles in the doors. Air is 

Fig. 4 Plan of eighth floor 

drawn into the return air shaft at two locations 
in the hall a t  each floor except the basement, 
which has a separate exhaust system discharg- 
ing a t  grade. In addition, there a r e  a number of 
exhaust ducts serving various rooms that dis- 
charge to atmosphere through the penthouse. 
The amount of a i r  exhausted to atmosphere 
f rom the return air shaft i s  controlled by a 
pressure  regulator, which modulates exhaust 
and by-pass dampers. The control i s  se t  to 
maintain a pressure  of approximately 0.05 in. of 
water in the return a i r  shaft relative to outside 
atmosphere. 

The total capacity of the supply fans i s  
104,000 cfm; of the exhaust and return air fans 
i t  is 89,000 cfm. 

INSTRUMENTATION 

E x t e r i o r  W a l l  P r e s s u r e  M e a s u r e m e n t s  

Inside and outside static pressure  taps were 
installed a t  six locations to measure the pres-  
su re  difference ac ros s  exterior walls: at the 
centre of the north and south walls on the sec- 
ond, fifth and eighth floor levels. Two addi- 
tional outside taps were located on the eas t  and 
west walls a t  approximately one-third of the 
width of the building f rom the south wall a t  the 
eighth floor level. 

On north and south walls, connectors to the 
inner and outer pressure  taps were mounted on 
transparent plastic panels fitted into the outer 
sash  opening of the double-hung windows. The 
outside tap consisted of a 1/4-in. b ra s s  fitting 
mounted flush with the outside surface of the 
plastic panel. The inside tap  consisted of plas- 
t ics  tubing taped to the inner surface of the 
window f rame;  it was joined to the connector on 
the plastic panel with copper tubing brought 
beneath the inner sash in the closed position. 
The pressure  tap connectors were joined to the 
pressure  recording system in the penthouse wi th  
twin plastics tubing, 3/16-in. I D, strung ver-  
tically on the exterior faces  of the north and 
south walls; to prevent wind sway it was secured 
to the window-cleaning hooks. The two outside 
pressure  taps on the eighth floor level of the 
eas t  and west walls consisted of copper tubing 
hung from the parapet of the main roof and 



Fig. 5 Stairwell pressure measurements 

terminating in a right-angle brass  fitting per- 
pendicular to the wall. 

The pressure recording system, located in 
the penthouse, was designed to obtain continuous 
records of pressure difference, wind speed and 
direction, and outside a i r  temperature readings. 
It consisted of a 16-point mV recorder with 
associated equipment to produce both a punched 
tape and a str ip chart record. 

Pressure  tubes from the inside and outside 
static pressure taps were connected to two 
multiple-pressure switches. The position of 
each pressure switch was controlled by a selec- 
tor switch in the mV recorder. The output ports 
of the pressure switches were connected to a 
strain- gauge, diaphragm-type pressure trans- 
ducer (sensitivity of 0.002 in. of water). Be: 
cause the column effect of the pressure tubes 
connected to both inside and outside pressure 
taps is the same, the pressure difference across 
the exterior wall is sensed directlyby the pres- 
sure  transducer. The emf output from the pres- 
sure transducer was measured and recorded 
on the mV recorder, The pressure transducer 
was automatically calibrated once during each 
recorder cycle. The pressure differences 
across building entrances were measured with 
a portable pressure meter. 

Inside Pressure Measurements 

Pressure  differences across various interior 
partitions were measured with a portable pres- 
sure meter. The methods illustrated in Fig. 5 
were used to facilitate the measurement of 
pressure differences between floors, across 
stairwell doors and along the stairwell. A 
single plastics tubing with T-fittings at each 
floor was strung vertically from the top to the 
bottom of the stairwell. The open end of the T- 
fitting was plugged when not in use. With the 
pressure meter located in the stairwell on a 
reference floor level, the vertical tubing served 
a s  an extension to the pressure probe to sample 
pressure at  any other floor level. Three 
measurements could be made: f irst ,  with one 
side of the pressure meter exposed to a refer- 
ence level in the stairwell and the extension 
probe exposed in the stairwell at various levels; 

second, with the extension probe inserted int 
the main floor a r e a  atvarious levels; and thirc 
with one side of the pressure meter exposed t 
the main floor a rea  at  the reference level an 
the extension probe inserted into the main floe 
a rea  a t  various levels. Measured pressure 
were a s  follows: 

Case a -- stairwell to stairwell:APm =APL (; 

Case b -- floor to stairwell: 
APm =APL + (PI' - PI) (I 

Case c --  floor to floor:APm =APF (4 

The pressure  difference across the exterio 
wall at  level 1 can be determined indirect11 
knowing PF and the pressure difference acros 
the exterior wall at  level 0 and assuming n 
pressure drop across  partitions between th 
exterior wall and the stairwell. 

where 

A Pm = pressure  difference indicated by th 
meter 

A PL = friction pressure loss between the tw 
levels in the stairwell due to a i r f lo~ 

A PF = summation of pressure difference 
ac ross  floors between level 1 am 
level 0 

PI'-PI = pressure  differenceacross s t a imel  
wall a t  level 1 

PI"-Pi'  = pressure  difference across exterio; 
wall a t  level 1 

POIf-POf = pressure  difference across exterio: 
wall a t  level 0 

pi = density of inside a i r  
Po = density of outside a i r  
h = height between level 1 and level 0 

RESULTS A N D  DISCUSSION 

Tests  to investigate the chimney effect werc 
conducted in the evening when the building was 
unoccupied, during periods of low wind speed! 
and at  various times providing a range of out- 
side temperatures. Pr ior  to test, all wincZorws! 
entrance doors and connecting doors betweel 
buildings were closed. Exterior wall p r e s m f  
differences were then recorded at  four levels, 

Fig. 6 shows the results  of measuremenk 
taken with the mechanical ventilation systen 
turned off. Dampers in the ducts joining inter- 
ior zone air-conditioningunits (second to eighu 
floors) to the f resh  a i r  shaft were closed, an( 
dampers in the corresponding ducts to the retun 
a i r  shaft were open. Dampers associated wiu 
the basement units serving basement and firs 
floor were similarly positioned. Intake grille: 
in the penthouse serving the primary a lp  unit! 
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Fig. 6 Exterior wall pressure d i f fermce  
caused b y  chimney e f f e c t  

double-duct system and various exhaust 
had dampers in the closed position. The 
zone level was 0.72 of the building height 

range of outside temperature conditions. 
ther series of measurements was made 

mechanical ventilation system off, in 
the fresh a i r  shaft intake and the re- 

r shaft exhaust dampers were sealed with 
sheets. In addition, manual dampers 
d with the return a i r  grilles in the 

eighth floor halls were closed. The 
on between the stairwell and penthouse 
o sealed. The neutral zone level was 

ilding height, Fig. 7. The addi- 
thus had a noticeable effect, in- 
a significant a i r  flow occurred 
d dampers prior to sealing. If 

aining dampers associated with exhaust 
grilles had been sealed, it is prob- 

he neutral zone level would have been 
e mid height of the building. This 

uggest a relatively uniform distribution 
vertical direction of equivalent orifice 
cross the exterior wall and within the 

theoretical values of the wall pressure 
ces, assuming no internal resistance 
d on a rleutral zone level of 0.62 of the 
height, a r e  also shown in Fig, 7. The 

values are  about 0. 82 of the theoretical 
This suggests that the resistance to flow 

Vertical direction is not high; the ratio of 

- 1 5  - . l o  -.05 0  .8 . 1 0  -15 
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Fig. 7 Exterior wall pressure difference 
c a r e d  by chimney e f f e c t  with vertical 
air shafts sealed 

equivalent orifice a rea  interconnectingthe vari- 
ous floors to the equivalent orifice a rea  across 
the exterior wall is probably greater than 1 and 
may be as high as 2, based on calculations for 
the model illustrated in Figs, l(b) and 1Cc). It 
is probable that there was significant inter- 
connection between floors through the primary 
air  ducts, through the return air shaft via the 
interior zone air-conditioning units and through 
the toilet and janitor exhaust ducts. These 
would not represent interconnections when the 
system was operating. 

Measurements were made of pressure dif- 
ferences across  stairwell doors on each floor 
and between floors, using the methods illustrated 
in Fig. 5. Pressure differences across elevator 
doors were also measured. Measurements were 
made with the mechanical ventilation system 
both on and off, with sealing a s  previously de- 
scribed. The results of these measurements, 
shown in Figs. 8, 9 and 10, indicate that a i r  
flows into the lower half of the vertical shafts 
from the floor area and out of the upper half into 
the floor area. The direction d air flow is up- 
ward across  each floor, except from the first 
floor to the basement. With the ventilation sys- 
tem off, pressure differences across office 
doors were negligible; with it on, these pres- 
sure differences varied from 0 to 0.006 in. of 
water, with pressure higher in the office than 
in the corridor. 

The effect of the operation of the mechanical 
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F i g .  8 Pressure d i f f e r e n c e  across  v e r t i c a l  
s h a f t  w i t h  v e n t i l a t i o n  s y s t e m  o f f  

ventilation system on building p re s su res  is evi- 
dent in Figs. 8 and 9. With the ventilation sys- 
tem operating, there was a decrease in pres-  
su re  difference ac ros s  the entrance and an in- 
c rease  ac ros s  the top. The pressurizing effect 
indicated in Fig. 9 amounts to about 0.04 in. 
Due to the characteris t ics  of both the system 
and the building, the pressurizing effect was 
variable; in approximately 50 measurements 
obtained a t  low wind speed for  a variety of out- 
side temperature conditions, the values ranged 
f rom approximately 0.03 to 0.10 in. of water, 
based on a neutral zone level at  0.62 of the 
building height with the system off. 

It will be noted, with reference to Figs. 8 
to 10, that the sum of (1) the absolute values of 
the pressure  differences ac ros s  the exterior 
wall at top and bottom added to (2) the sum of 
the pressure  differences betweenfloors i s  equal 
to the theoretical draft over the height of the 
building. The ratio of (1) to (1) plus (2) i s  equal 
to the ratio of actual to theoretical draft, which 
depends upon the relative resis tance to flow 
ac ross  the exterior wall and within the building. 
An increase in the value of (2) resul ts  in a cor- 
responding decrease in the value of (1). It will 
be further noted that the sum of the pressure 
drops across  the top and bottom of the vertical 
shafts and along the shaft i s  equal to the sum of 
the pressure  drop across  al l  floors. 

Measurements were made to determine the 
friction pressure  drop in the stairwells,  using 
the method illustrated in Fig. 5(a). For the 
conditions of Figs. 8 to 10, the pressure drop 
f rom bottom to top of the stairwell was 0.0015 

F i g .  9 P r e s s u r e  d i f f e r e n c e  a c r o s s  v e r t i c a l  
s h a f t s  w i t h  v e n t i l a t i o n  s y s t e m  on 

in. of water with the ventilation system off and 
0.002 in. with the system on. The internal re- 
sistance to flow over the height of the building 
can be determined by adding these values to the 
corresponding p re s su re  drops ac ros s  the tog 

Fig .  10 Pressure difference between floors 
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lmount of pressurization with outside 
l y  a n d  no exhaust 

n of the stairwell, found from Figs. 8 
y comparing these sums with the sum 
lcomitant absolute values of the pres- 
r e n c e s  across the top and bottom of 
or  wall, it can be determined that the 
ctual to theoretical total pressure drop 
e exterior wall i s  approximately 0. 80 
entilation system off and 0.74 with it on. 
termine the a i r  leakage characteristics 
x i o r  wall construction, tests  were con- 
th all exhaust fans off and various a i r  
1s on. As the temperature outside (42F) 
r than that inside, pressurization was 
~y subtracting the exterior wall pres- 
Irences with all fans off and the system 
3 previously described) from those with 
y fans on. The fan speed and static 
difference across the fans were meas- 
:heck the a i r  quantities given by the 
a1 contractor. The results of the tests 
n in Fig. 11. 
of interest to compare the over-all 

3r the building shown in this figure with 
mated for the openable windows and 
3ased on a leakage characteristic of 
'ft of sash crack at 0. 3-in. pressure 
e, the total window and door leakage at  
or wall pressure difference of 0.05 in. 
,400 cfm, compared with a total building 
d 27,400 cfm. This corresponds to an 
~t sharp-edged orifice a rea  of about 12 
the windows and doors and 51 sq ft for 

building enclosure. 
ng the pressurization tests some a i r  

probably occurred past the closed 
in the exhaust ducts and, to a lesser 

hrough the return air  shaft because of 
t sealing. It seems improbable, how- 
.t this could account for a large fraction 
ilding leakage, and it would appear that 
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Fig. 12 Effect of first floor pressurization 

there w a s  a substantial equivalent area  for flow 
through the exterior walls, in addition to that 
provided by cracks around the openable window 
sash and doors. 

Fig. 11 indicates a linear relation between 
a i r  flow and pressure difference. There is a 
possibility, however, that the actual a i r  supply 
was l e s s  than that estimated a t  the higher 
building pressure differences. 

A test  was conducted with only the first 
floor primary a i r  supply unit operating. The 
outside a i r  supply was 1.75 a i r  changes/hr, 
based on the f i rs t  floor volume. Fig. 12 indi- 
cates that the effect on the exterior wall pres- 
sure difference at  the f i rs t  floor level was sub- 
stantial, while at  higher levels it was negligible. 
This suggests a relatively good separation of 
the first floor from the res t  of the buildingunder 
the conditions of test. 

It is interesting to compare these results 
with the results  of tests  shown in Fig. 13, in 
which the main entrance doors were opened and 
the ventilation system off. Opening the doors 
caused a substantial reduction in the exterior 
wall pressure  difference a t  the f i rs t  floor level. 
Pressure  differences a t  other levels were also 
lowered noticeably, suggesting a poorer separ- 
ation af the f i rs t  floor from the res t  of the 
building than was indicated in Fig. 12. This 
difference may be related to a difference in 
leakage through the duct system in the two tests. 
Opening of the lobby doors increased the a i r  in- 
filtration by approximately 90% based on the in- 
crease  in pressure differences above the neutral 
zone level. 
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Fig. 13 Effec. :.+' opening entrance doors with 
v e n t i l a t i o n  1.3 : - r ; v  o f f  

With the ~ 1 , : s  closed and the ventilation 
sys tem opera9..r4, a s  shown in Fig. 14, the 
p re s su re  in tk-c; ,~liilding a t  the entrance was 
about 0.015 in. *I .iiater higher than that outside 
with pressurizk::,n by the ventilation system. 
The extent of 2:::isurization varied noticeably 
f rom floor to 1 21,: at this outside temperature 
condition. The sr c:ssure difference ac ros s  the 
entrance was :::,: .ced to almost zero  with the 
doors open, h: "r.6: effect on the pressure  dif- 
ferences acrosh .:.r: higher floors was small.  A 
s imilar  test  wa.5 r.c~nducted in which the pres-  
su re  difference ::-.rr,ss the entrance with doors 
closed was zer,, 2 5 a result of pressurization of 
the building. G;~::.ing of the entrance doors had 
little effect on 'r.c exterior wall pressure  dif- 
ferences,  a s  wf, . ;f l  he expected. 

The total prer-;,; .rr: difference o r  theoretical 
draf t  causing air  .:.tr:rchange between a building 
and the outside f r <,rn the chimney action depends 
upon temperatur 1: flifference and the height be - 
tween openings I:. ~ h c ~  exterior wall. The vertical 
pattern of pres5 , r  1.  differences ac ros s  the ex- 
ter ior  walls del)(.:.fls upon the vertical distribu- 
tion of openings .:; t t ~ i :  cxterior wall and upon the 
ratio of the a i r  a if,.^ resistance ac ros s  the ex- 
ter ior  wall to ti.(. ri!sistance to vertical flow 
inside the bu i ld i :~~ .  The level of the neutral 
zone i s  mainly a rrlcasure of the former ,  and 
the ratio of thr: ;t(,tual draft to the theoretical 
value a t  any lev6:l 1 3  a measure of the latter.  If 
these two fac tors  arc8 known, tllc pressure  dif- 
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Fig. I4 Effect of opening entrance doors with 
v e n t i l a t i o n  s y s t e m  o n  

ferences due to chimney action can be calcu- 
lated. The level  of the neutral  zone in the nine- 
s tory test  building was 0 .62  of the building 
height, with part ial  sealing of the ventilation 
system; the rat io of actual to theoretical draft 
was 0.74. These fac tors  will vary f rom build- 
ing to building, and more study i s  required to 
establish the range of values and their relation 
to building design and construction. 

If the resis tance to flow between f loors  is 
low, relative to that through the exterior wall 
most of the p re s su re  difference due to chimney 
action i s  taken ac ros s  the exter ior  walls. In- 
creasing the resis tance between floors reduces 
the pressure  difference a c r o s s  exterior walls 
but resu l t s  in a corresponding increase in the 
pressure  difference between f loors  and ac ros s  
the walls of vert ical  shafts. 

P re s su re  differences and infiltration of a i r  
a t  lower levels  because of chimney action canbe 
reduced by providing supply a i r  in excess of the 
exhaust. If excess  a i r  i s  provided uniformly a t  
all  levels,  there will be a corresponding in- 
c rease  in the p re s su re  differences causing ex- 
filtration a t  upper levels.  This may cause 
ser ious condensation problems in winter, par-  
ticularly in humidified buildings. The amount 
of excess a i r  required to produce a given pres-  
surization depends upon the equivalent a r e a  of 
c racks  and openings in the exterior walls. 
Over-cll  a i r  leakage charac ter i s t ics  obtained 
for the test building indicate a total equivalent 
a r e a  much in excess  of that estimated for the 
window and door c racks .  X knowledge of the 
leakage character is t ics  for a variety of buildings 



would be helpful1 in estimating a i r  leakages and 
in designing ventilation systems. 

The amount of excess air  supply required 
to pressurize individual floors depends also 
upon the resistance to a i r  flow between floors. 
pressurization of the f i rs t  floor of the test 
building caused only a small increase in the 
pressure differences across the exterior walls 
of upper floors, indicating a relatively tight 
separation, a t  least between first  and second 
floors. Pressurizing all levels unifor rnly has 
little effect on the pressure differences between 
floors and across the walls of vertical shafts; but 
pressurizing individual floors increases the 
pressure drop across these internal separations. 
This can cause noise from air  flow through 
cracks within the building and difficulty in open- 
ing or  closing elevator and stairwell doors. 
More study is required to determine the extent 
to which pressurization of individual floors af- 
fects pressure differences across internal 
separations and across exterior walls at other 
levels. 
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DISCUSSION 

3lR. MEYER, Detroit. Mich : Wbpt type of instrumenrpttw did you use AUTHOR T A W :  A simple pressure tap an descrfbad i n b  hswr wu 
onthe exterior of the bullding to overcome inatabllity due to air velociLy7 used ta masure the exterior w d l  pressure differeoce. No pmvl8lm wp. 
You get these surges of pressure, they present an average. made tagmeen the vatbtlon in pressure differerne raadlng due ta flucm- 

The other is: In a high-riae buIldhg, alr condiLiowrs or individual Uon in w i d  velocitj. To mlnhize the Influerne d d, pressure mean- 
mits are used. As you get up bigher, where the suction may be less tban urement. to at& chiwmy effect were made &ring calrn period6 wfth 
positive, the alr may leave by the fresh air inlet, especially in a tube-type wM v a l o c i ~  urder 5 mph In inntancea where flucturtlon in pressme 
mixing box differ- reading did occur, the averpge presaure rapdlmg was t a k a  


